RESIDENTIAL PERMIT REQUIREMENTS
SET OF DIGITAL BUILDING PLANS (INCLUDING SITE PLAN) MUST INCLUDE:
DRAWINGS ARE REQUIRED FOR NEW HOMES, DETACHED GARAGES & CARPORTS, AND ACCESSORY STRUCTURES, ROOM ADDITIONS, ALTERATION OF DWELLING, AND PORCH & PATIO ENCLOSURES.
· Plot Plan drawn to scale showing all building setbacks, lot drainage, driveway, and sidewalks. (Note: for all structures adjacent to a road, the building's lowest elevation that is adjacent to and facing a road shall be a minimum of 2 feet above the road elevation (elevation of gutter at the center of the lot) as per COG Stormwater Technical Standards Chapter 10).
· All four (4) elevations
· Foundation/Basement Plan
· Crawl Space: Indicate if Vented or Unvented. If Unvented, indicate which R408.3 will be used
· Floor plan of each floor showing window and door locations
· Cross-section drawing of the structure showing footing through shingles, indicating:
· Size and thickness of all members used in the construction of all walls, ceiling, roof, interior & exterior stairs (indicate stair rise and tread run, headroom, handrail), decks, and slabs on grade.
· Floor joist, support beams & posts layout (deck included).
· Wall bracing plan (R602.10).
· Electrical diagram showing outlets, GFCIs, smoke detectors, meter base, and the location of the service panel. (Note: Per IC 22-13-2-3.6, AFCI protection is not required for structures permitted after June 30, 2026).
· Plumbing fixture layout
· Mechanical diagram showing the location of the furnace, water heater, sump pump, etc.
· Manufactured truss drawings (engineer's drawing)
· A signed Energy Certificate demonstrated compliance with current Indiana Energy Code Requirements.
· Total square footage per first floor, second floor, basement, porches, decks, garages, pole barns, etc.
· See attached Section R309 for Detached Garages, Detached Carports, and Accessory Structures.
PERMIT APPLICATION
CONTRACTOR INFORMATION MUST BE ON THE BUILDING PERMIT APPLICATION:
· Electrical Contractor
· Plumbing Contractor (Include Indiana Plumbing License number)
· HVAC Contractor
RECEIPTS FROM GREENSBURG MUNICIPAL WATER & SEWAGE SHOWING THAT:
· CONNECTION FEES HAVE BEEN PAID
· COPY OF APPROVED EROSION CONTROL PERMIT
EROSION CONTROL APPLICATION(S) SHOULD BE RETURNED TO THE OFFICE OF THE WATER AND SEWAGE AT 314 W. WASHINGTON STREET, GREENSBURG.
FEES AND APPLICATIONS MUST BE TURNED IN BEFORE A BUILDING PERMIT WILL BE ISSUED.
EVERYTHING ON THIS LIST MUST BE INCLUDED OR YOUR PERMIT WILL BE DELAYED.
NOTICE REGARDING PLAN REVIEW & INSPECTIONS (IC 36-7-2.5):
Pursuant to IC 36-7-2.5, applicants have the right to use the City of Greensburg Building Department OR an approved Private Provider to conduct plan reviews and inspections. You must indicate on your permit application whether you will utilize a Private Provider. If utilizing the City for plan review, your plans will be reviewed for compliance, and corrections must be made before a permit is issued.
PERMIT EXPIRATION:
Construction must commence within six (6) months of issuance and be completed within one (1) year of issuance (City Code §150.28).

2020 INDIANA IRC CODE
SECTION R309 GARAGES AND CARPORTS
· R309.1 Floor surface. Garage floor surfaces shall be of approved noncombustible material. The area of floor used for parking of automobiles or other vehicles shall be sloped to facilitate the movement of liquids to a drain or toward the main vehicle entry doorway.
· R309.2 Carports. Carports shall be open on not less than two sides. Carport floor surfaces shall be of approved noncombustible material. Carports not open on two or more sides shall be considered to be a garage and shall comply with the provisions of this section for garages. The area of floor used for parking of automobiles or other vehicles shall be sloped to facilitate the movement of liquids to a drain or toward the main vehicle entry doorway.
· Exception: Asphalt surfaces shall be permitted at ground level in carports.
· R309.3 Flood hazard areas. For buildings located in flood hazard areas as established by Table R301.2(1), garage floors shall be one of the following:
1. Elevated to or above the design flood elevation as determined in accordance with Section R322.
2. Located below the design flood elevation provided that the floors are at or above grade on not less than one side, are used solely for parking, building access or storage, meet the requirements of Section R322 and are otherwise constructed in accordance with this code.
· R309.4 Automatic garage door openers. Automatic garage door openers, if provided, shall be listed and labeled in accordance with UL 325.
· R309.5 Fire sprinklers. Private garages shall be protected by fire sprinklers where the garage wall has been designed based on Table R302.1(2), Note a. Sprinklers in garages shall be connected to an automatic sprinkler system that complies with Section P2904. Garage sprinklers shall be residential sprinklers or quick-response sprinklers, designed to provide a density of 0.05 gpm/ft2. Garage doors shall not be considered obstructions with respect to sprinkler placement.
· R309.6 Detached garages, carports, and accessory structures. Detached garages, carports, and accessory structures shall be constructed to applicable sections of this code unless otherwise noted in TABLE R309. Any habitable area located within a detached garage or accessory structure shall meet all applicable sections of this code and shall be provided with an exit door or window as specified in Section R310 and Section 311.
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